




productivity

Easily set up jobs to run unattended

Empower Your Pressroom

To Do More

Enhanced productivity is the cornerstone of these Canon 

imagePRESS 1135P/1125P/1110P digital presses. These 

models are built to be easy-to-use, consistent, and dependable.  

With the advanced feeding technologies incorporated into 

the press, the press will run without missing a beat. Suction 

feeding, which is standard on the POD Deck, picks up the 

paper with air instead of rollers. This is similar in design to how a 

commercial press functions, without the large capital outlay. 

In addition, the press can run unattended for hours because 

of its high-capacity toner hopper and ability to hold up to 

14,000 sheets, further increasing the productivity the press 

will deliver.

MULTIPLE SPEEDS FOR VARYING PRINT ENVIRONMENTS

The imagePRESS 1135P/1125P/1110P digital presses were 

designed from the ground up to ensure that those tight 

deadlines and last minute jobs are kept on schedule – and 

that revenue flows in!



Run the Presses Without Interruption

A combination of features work together to maximize  

productivity and keep the presses humming.

“On-the-Fly” paper and toner replacements lets you  

maintain productivity by allowing you to refill paper trays, load 

toner, and empty waste toner without stopping the press.

Multifeed Detection is another productivity feature that  

is designed to keep your press moving. In the unlikely  

event two or more sheets of paper enter the press from  

the POD Deck at the same time, the sheets are diverted  

to an escape tray on top of the POD Deck. This all occurs 

automatically–and the press never stops or misses a beat. 

Talk about productivity!

Durable Parts help minimize downtime. The Canon 

imagePRESS 1135P/1125P/1110P digital presses are built 

for productivity. The parts for this series were designed for 

long run-lengths and increased longevity. For this reason, 

the developing drum at the heart of the press is constructed 

of Amorphous Silicon (a-Si).

Toner Station



vERSATILITY

Plus, it’s easy to update the imagePRESS 1135P/1125P/1110P 
digital presses if your print requirements change.

FleXIBIlITY IN Paper HaNDlING aND IN-lINe FINIshING

STreamlINe The ProDuCTIoN oF All TYpes oF JoBs

configuRe youR PReSS foR today’S needS 
and toMoRRoW’S oPPoRtunitieS

The imagePRESS 1135P/1125P/1110P digital presses can 

be custom-configured for any type of print environment that 

needs to efficiently print high-quality, on-demand monochrome 

output. Whether you simply want an advanced print engine 

that can improve the look of your monochrome work, a 

full-fledged, professional book production system, or anything 

in between, Canon can provide you with the right mix of 

workflow and finishing tools. As your business grows, 

the imagePRESS 1135P/1125P/1110P digital presses 

grow with you.

Canon can help you as your business expands. If you want 

to move into the lucrative market of on-demand book 

publishing, the optional perfect binder is a wonderful addition 

to your system. Another component that will allow you to 

offer value-added services is the optional Booklet Trimmer 

with the optional Two-Knife Trimmer. Wouldn’t it be nice 

if you could create a saddle-stitched booklet that bleeds 

on all edges of the sheet? You can–and easily–with these 

accessories.

KeeP Plenty of PaPeR Ready to Run

Your press and your customers should not be limited to a few 

stocks to run. The imagePRESS 1135P/1125P/1110P digital 

presses can handle a wide range of stock to meet a spectrum of 

applications, from statement and book printing to promotional 

documents and manuals. These digital presses have the ability 

to handle it all.

Whether your shop does a high volume of short-run jobs 

or longer runs of thick books and manuals, the Canon

imagePRESS 1135P/1125P/1110P digital presses can keep 

up. Each press comes with one standard tray that can handle 

up to 2,000 sheets and one 4,000-sheet POD Deck. For 

higher volume, unattended printing of books and manuals, 

you can add up to three POD Decks, making it possible to 

have 14,000 sheets ready to print.*

SiMPlify the taSK of SWitching StocKS

With the Media Library on the imagePRESS 1135P/1125P/1110P 

digital presses you can easily manage and select stocks from 

one central location. After details about the properties of 

each paper have been entered, you can select the appropriate 

stock for each job and ensure optimal press performance 

during the print run. The imagePRESS 1135P/1125P/1110P 

digital presses will automatically make the internal pressure 

and heat adjustments to ensure your job will print flawlessly.

High-Capacity Stacker

*Requires either the imagePRESS 1135P or the imagePRESS 1125P to connect three (3) POD Decks.



ADVaNCeD WorkFlow OpTIoNs Up FroNT 
ProVIDe Full CoNTrol OVer ProDuCTIoN 

Canon understands your workflow is unique. For this reason, the imagePRESS Workflow Solutions program exists to help 

you with a customized solution to run your business as efficiently as possible. Based on the nature and volume of your 

current jobs (and the type of work you plan to do in the future), we can recommend the right combination of make-ready 

tools and processing power that can help you complete the highest number of jobs each day with the fewest number of 

operators. Below is a workflow chart that illustrates a few of the many workflow options available depending upon your 

requirements. Workflow Solutions are versatile in that they may be configured for your requirements. Canon can help you 

design any workflow solution to help you meet your goals.



Marking Engine
Technology:	� Laser Electrostatic Transfer System
Resolution:	 Up to 1200 x 1200 dpi
Halftones:	 256-Level Grayscale
Print Speed
   Simplex:	 135/125/110 (Letter)
		  77/74/68 (11" x 17")
   Duplex/Perfect:	 67/62/55 (Letter)
		  38/37/34 (11" x 17")
Maximum Paper Size:	 13" x 19.2"
Standard Paper Feeding:	 2,000 Sheets (20 lb. Bond)
Acceptable Paper Weight:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm) (All Trays)
Duplex/Perfect:	� Automatic Duplex/Perfect
		  Any Supported Stock
Power Source:	 208V/30A+208V/15A
Dimensions (H x W x D):	 54.12" x 54.62" x 31.87"
		  (1373mm x 1387mm x 809mm)
Weight:	 1,103 lb. (500kg)

Color Image Reader-L1 (Optional)
Document Size:	 Statement to 11" x 17"
Resolution:	 Up to 600 x 600 dpi, 256 Gradations
Dimensions (H x W x D):	 2.8" x 25" x 23.5"
		  (74mm x 635mm x 590mm)
Weight:	 26.5 lb. (12kg)
Power Supply:	 From Main Unit

DADF (Duplex Automatic Document Feeder) (Optional)
Tray Capacity:	 300 sheets (20 lb. Bond)
Scanning Speed B/W:	� Up to 200 ipm (300 dpi)
		  Up to 120 ipm (600 dpi)
Scanning Speed Color:	� Up to 80 ipm (300 dpi)
		  Up to 40 ipm (600 dpi)*
Acceptable Original Size:	 Statement to 11" x 17"
Acceptable Paper Weight:	� 14 lb. Bond to 120 lb. Index
		  (50gsm to 220gsm)
Dimensions (H x W x D):	 7.12" x 25" x 23.12"
		  (179mm x 633mm x 588mm)
Weight:	 59.3 lb. (26.9kg)
Power Source:	 From Main Unit

POD Deck-C1 (Standard)
Paper Capacity:	� 4,000 Sheets (1,000 x 2 + 2,000) 
		  (20 lb. Bond)
Maximum Paper Size:	 13" x 19.2"
Paper Weight:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)
Dimensions (H x W x D):	 43.12" x 29.37" x 31.25"
		  (1095mm x 745mm x 792mm)
Weight:	 499 lb. (226kg)
Power Source:	 120-127VAC, 60Hz, 15A

POD Deck-C1 and Secondary POD Deck-C1 (Optional)***
Paper Capacity:	� 4,000 Sheets (1,000 x 2 + 2,000) 
		  (20 lb. Bond)
Maximum Paper Size:	 13" x 19.2"
Paper Weight:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)
Dimensions (H x W x D):	 43.12" x 61.5" x 31.25"
		  (1095mm x 1561mm x 792mm)
Weight:	 997 lb. (452kg)**
Power Source:	 120-127VAC, 60Hz, 15A x (2)

POD Deck-C1 and Secondary POD Deck-C1 (2) (Optional)***
Paper Capacity:	� 4,000 Sheets (1,000 x 2 + 2,000) 
		  (20 lb. Bond)
Maximum Paper Size:	 13" x 19.2"
Paper Weight:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)
Dimensions (H x W x D):	 43.12" x 93.62" x 31.25"
		  (1095mm x 2377mm x 792mm)
Weight:	 1,495 lb. (678kg)
Power Source:	 120-127VAC, 60Hz, 15A x (3)

Multi-Drawer Document Insertion Unit-A1 (Optional)
Paper Capacity:	� 4,000 Sheets (1,000 x 2 + 2,000) 
		  (20 lb. Bond)
Maximum Paper Size:	 13" x 19.2"
Paper Weight:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)

Dimensions (H x W x D):	 43.12" x 42.5" x 31.25"
		  (1095mm x 1079mm x 792mm)
Weight:	 554 lb. (251kg)
Power Source:	 120V/15A

Finisher-AF1/Saddle Finisher-AF2 (Optional)
Number of Trays:	 2/3
Tray Capacity
   Top Tray:	 Up to 3,000 Sheets (20 lb. Bond) 
   Lower Tray:	 2,000 (20 lb. Bond)
Saddle-Stitch Tray:	 30 Booklets or Limitless
Staple Positions:	 Corner-Stapling, Double-Stapling
Acceptable Paper Weight
   Finisher:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)
   Saddle Finisher:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)
Acceptable Paper Size
   Stapling:	� Executive, Letter-R, Letter,      
                                       	 Legal, 11" x 17"
   Sheet Stacking:	 Up to 13" x 19.2"
   Saddle Finisher:	 Letter-R, Legal, 11" x 17",
		  12" x 18", 13” x 19”
Max. Stapling Capacity:	 Up to 100 Sheets
Max. Booklet Stapling	
Capacity:	 Up to 25 Sheets Saddle-Stitched
Dimensions (H x W x D):	 46.5" x 31.25" x 35.37"
		  (1180mm x 800mms x 792mm)
Weight	
  Finisher:	 287 lb. (130kg)
  Saddle Finisher:	 396 lb. (180kg)
Power Source:	 120V/15A

Puncher Unit-BB1 
(Option for Finisher-AF1/Saddle Finisher-AF2)
Acceptable Paper Weight:	 14 lb. Bond to 73 lb. Cover
		  (52gsm to 200gsm)
Paper Sizes	
   2-Hole:	 Legal, Letter-R
   3-Hole:	 11" x 17", Letter, EXE
Punch Speed:	� Up to 135 ppm (Depends on
		  Speed of Marking Engine)
Weight:	 6.7 lb. (3kg)
Power Source:	 From Finisher

High-Capacity Stacker-E1 (Optional) ss

Offset Stack Capacity:	 10,000 Sheets (Letter) (20 lb. Bond)
Top Tray Capacity:	 1,000 Sheets (20 lb. Bond)
Maximum Paper Size:	 13" x 19.2"
Acceptable Paper Weight:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)
Number of Units 
Connected at Once:	 Up to 2
Dimensions (H x W x D):	 53.62" x 39.25" x 31.25"
		  (1362mm x 997mm x 792mm)
Weight:	 463 lb. (210kg)
Power Source:	 120V/15A

Booklet Trimmer-D1 (Optional)
Margin Trimming:	 Fore-Edge Trim
Trim Amount:	 0.08" to 0.78" (2mm to 20mm)
Trim Thickness:	 100 Sheets
Waste Tray Capacity:	 1,500 Sheets (With 0.78" Trim, 
		  20 lb. Bond)
Acceptable Paper Weight:	� 14 lb. Bond to 110 lb. Cover
		  (52gsm to 300gsm)
Output Tray Capacity:	 30 Booklets
Dimensions (H x W x D):	 62" x 30.37" x 41"
		  (1575mm x 770mm x 1040mm)
Weight:	 335 lb. (152kg)
Power Source:	 From Saddle Finisher

Two-Knife Trimmer-A1 (Optional)
Margin Trimming:	 Top and Bottom Trim
Trim Amount:	 0.08" to 0.59" (2mm to 15mm)
Trim Thickness:	 100 Sheets
Waste Tray Capacity:	 750 Sheets (Two-Sided Trimmed)
Acceptable Paper Weight:	 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)
Output Tray Capacity:	 30 Booklets
Dimensions (H x W x D):	 21.12" x 30.37" x 41"
		  (536mm x 770mm x 1040mm)

Weight:	 319 lb. (145kg)
Power Source:	 120V/15A

Perfect Binder-C1 (Optional)
Cutting Method:	� Stack Rotation 3-Direction or 
		  1-Direction Cut
Finished Book Size
Width:	� 8" to 11.62" (203mm x 297mm)
Length:	� 5.37" to 8.5" (138mm x 216mm)
		  (After 3-Direction Cut)
Body Paper Weight:	� 14 lb. Bond to 90 lb. Index
		  (52gsm to 163gsm)
Cover Weight:	� 24 lb. Bond to 110 lb. Cover
		  (90gsm to 300gsm)
Book Thickness:	� 10 to 200 Sheets (20 lb. Bond)
		  (Up to 25mm)
Glue Warm-Up Time:	 440 Seconds
Trim Range:	 Adjustable in .0197" (0.5mm) Increments
   Side:	 0.26" to 1.94" (6.5mm to 49mm)
   Top and Bottom:	 0.52" to 3.11" (13mm to 79mm)
Dimensions (H x W x D):	 36.97" x 31.12" x 51.25"
		  922mm x 791mm x 1300mm
Weight:	 674.6 lb. (306kg)
Power Source:	 208V/15A

Paper Folding Unit-F1 (Optional)sss

Fold Type	
   Z-fold:	 11" x 17"
   C-fold:	 Letter-R
   Zigzag Fold:	 Letter-R
Supported Media Weights:	 14 lb. Bond to 28 lb. Bond
		  (52gsm to 105gsm)
Power Source:	 From Finisher
Dimensions (H x W x D):	 46.87" x 13.25" x 31.25"
		  (1190mm x 336mm x 793mm)
Weight:	 144 lb. (65kg)

Professional Puncher and Integration Unit-B1 (Optional)
Paper Size:	 Letter, Tab
Supported Media Weights:	 20 lb. Bond to 80 lb. Cover
		  (75gsm to 216gsm)
Productivity:	 Up to 135 ppm (Depends on
		  Speed of Marking Engine)
Chip Tray Capacity:	 25,000 Sheets
Punch Patterns:	 3H, 5H, Velo Bind 11H, Plastic Comb
		  19H, Twin Loop 21H/32H, ProClick 32H,
		  Color Coil 44H
Power Source:	 120V/15A
Dimensions (H x W x D):	 41" x 22.5" x 31.25"
		  (1040mm x 560mm x 792mm)
Weight:	 258.5 lb. (117.3kg)

    *System Upgrade RAM-B1 required for 600 dpi color scanning
  **Combined weight of the POD Deck-C1 and Secondary POD 
      Deck-C1
***Requires either the imagePRESS 1135P or the 
	 imagePRESS 1125P to connect three (3) POD Decks.
      Combined weight of the POD Deck-C1 and Secondary POD 
      Deck-C1 (2)
         s  890mm when the extension tray is pulled out for Saddle Finisher-AF1.
 	 1060mm when the extension tray is pulled out for Saddle Finisher-AF2.
    ss Only one additional High Capacity Stacker-E1 attaches to the               	
	 imagePRESS 1110P
sss Requires either the Finisher-AF1 or the Saddle Finisher-AF2
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